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CENTRIFUGAL FANS

selection curves LSV and MSV
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Fan power Sound Motor | Current | Current
Curve Fan rpm consp [KW] press. Motor power [A] [A]
: [dBA] 1m kW] | (400V) | (230V)
1 MSV 125 B1 2900 0,34 70 71IMO2K 0,37 1,05 1,9
2 MSV 160 B1 2900 0,58 75 80MO0O2K 0,86 1,85 3,35
3 MSV 200 B1 2900 1,18 79 90S02 1,5 3,5 6,1
4 MSV 250 B1 2900 3,4 85 112M02 4 8,2 14,2
5 MSV 315 B1 2900 55 88 132S02K 55 11,7 19,6
6 LSV 250 B1 2900 0,88 75 80MO02 1,1 2,55 4.4
7 LSV 315 B1 2900 1,92 81 90L02 2,2 4,8 8,4
8 LSV 400 B1 2900 7,5 88 132S02 7,5 15 25,5
9 LSV 500 B1 1450 2,4 76 100L04 3 7 12
10 LSV 600 B1 1450 3,8 81 112M04 4 9,3 16
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CENTRIFUGAL FANS

selection curves LSV and MSV
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Fan power Sound Motor | Current
Curve Fan rpm consp [KW] press. Motor power [A]
: [dBA] 1m [kw] (440V)
1 MSV 125 Bl 3500 0,58 75 71M02 0,63 1,4
2 MSV 160 B1 3500 1,02 80 80MO02 1,3 2,5
3 MSV 200 B1 3500 2,08 83 90L02 2,55 4.8
4 MSV 250 B1 3500 6,1 89 112M02 6,3 11
5 MSV 315 B1 3500 9,6 93 132M02 12,6 20,6
6 LSV 250 B1 3500 1,55 82 90S02 1,75 3.4
7 LSV 315 B1 3500 3.4 85 100L02 3,45 6,3
8 LSV 400 B1 1750 1,55 72 90L04 1,75 3,6
9 LSV 500 B1 1750 4,2 79 112M04 4,6 8,8
10 LSV 600 B1 1750 6,7 84 132M04 8,6 16
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MOUNTING POSITIONS
IN ACCORDANCE TO EUROVENT
CENTRIFUGAL FANS
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SEV Centrifugal Fans

Explanation of Fan Model Number

Fan model number is stated in the following way: Centrifugal Fan model MSV 160 B1.

MSV 160 B 1

figure no 1-3 | Figureno4-6 | 7 8

1. - 3. figure:
LSV : Low pressure centrifugal fan

MSV : Medium pressure centrifugal fan
HSV, HZV, HRV : High pressure centrifugal fan

4. -6. figure:
The size of the fan.

The numbers refers to nominal diameter (mm) on the fan’s suction flange.

8.figure
Direct driven. impeller mounted on motor shaft

Belt driven. motor placed alongside the fan
Belt driven. motor mounted on the fan, belt
screened
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SEY SOUND POWER LEVELS (SWL) CALC.
NYBORG CENTRIFUGAL FANS

FAN DATA dB values at centre Hz Theor

FAN MODEL | Rpm |Impeller 63 | 125 (250 | 500 [ 1000 [ 2000 | 4000 |8000| dBA

LSV 250 B 1450 | B12x300x80 80 [ 72 |70 | 62 | 62 | 57 54 52 57

LSV 250 B 2900 B12x300x80 90 [ 93 [ 85|84 | 76 | 75 71 67 75

LSV 315 B 1450 | B12x350x100 | 84 | 76 | 74 | 66 | 66 | 61 58 56 61

LSV 315B 2900|B12x350x100 | 96 | 99 | 91 [ 9% | 82 | 81 77 73 81

LSV 400 B 1450 | B6x450x100 92 [ 84 (82|74 | 74 | 69 66 64 70

LSV 500 B 1450 |[B7x550x125 | 98 | 90 | 88 | 80 | 80 | 75 72 70 76

LSV 600 B 1450 |B7x650x140 | 103 | 95 |93 | 85| 85 | &0 77 75 81

MSV 125 B 2900 | B9x250x50 85 [ 88 (80|79 | 71 | 70 66 62 70

MSV 160 B 2900 | B12x300x60 89 [ 92 |84 83| 75 | 74 70 66 75

MSV 200 B 1450 | B12x350x70 83 | 75|73 | 65| 66 | 60 of 95 60

MSV 200 B 2900 | B12x350x70 97 [100] 92 | 91 | 83 | 82 78 74 79

MSV 250 B 1450 | B12x400x80 88 [ 80 |78 |70 | 70 | 65 63 60 65

MSV 250 B 2900|B12x400x80 | 100 |103| 95 | 94 | 86 | 85 81 77 85

MSV 315 B 1450 | B12x450x90 | 91 | 83 |81 |73 | 73 | 68 65 63 69

MSV 315 B 2900 B12x450x90 | 103 |106] 98 | 97 | 89 | 88 84 80 88

e Sound power levels in dB. ref. 10 "> W, internal values in fan openings.
o dBA values applies to 1 m. distance based on a theoretical free field environment.

e The sound power level values above are only intended as a guide, and may be used for
calculations for sound pressure levels. (heard by the human ear).
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SEY SOUND POWER LEVELS (SWL) CALC.
NYBORG CENTRIFUGAL FANS

FAN DATA dB values at centre Hz Theor

FAN MODEL |Rpm |Impeller 63 | 125|250 500 | 1000 | 2000 | 4000 |8000| dBA

LSV 250 B 1750 | B12x300x80 82 | 76 | 74 | 67 | 65 | 61 58 95 61

LSV 250 B 3500 | B12x300x80 95 [ 98 [ 93 90| 84 | 81 77 74 82

LSV 315B 1750 | B12x350x100 | 85 | 79 | 77 | 70 | 68 | 64 61 58 64

LSV 315B 3500 | B12x350x100 | 98 [101| 96 | 93 | 87 | 84 80 77 85

LSV 400 B 1750 | B6x450x100 93 [ 87 |85 |78 | 76 | 72 69 66 72

LSV 500 B 1750 |B7x550x125 | 99 | 93 | 91 |84 | 82 | 78 75 72 79

LSV 600 B 1750 | B7x650x140 | 104 | 98 | 96 | 89 | 87 | 83 80 77 84

MSV 125 B 3500 | B9x250x50 89 [ 92 |87 |84 | 78 | 75 1 68 75

MSV 160 B 3500 | B12x300x60 94 197 |92 |89 | 83 | 80 76 63 80

MSV 200 B 1750 | B12x350x70 84 | 78 | 76 | 69 | 67 | 63 60 57 63

MSV 200 B 3500 | B12x350x70 97 [100] 95 | 93 | 86 | 83 79 76 83

MSV 250 B 1750 | B12x400x80 90 [ 84 |82 | 75| 73 | 69 66 63 70

MSV 250 B 3500|B12x400x80 | 102 [105[100| 97 | 91 | 88 84 81 89

MSV 315 B 1750 | B12x450x90 94 [ 88 |86 |79 | 77 | 73 70 67 73

MSV 315 B 3500 [ B12x450x90 | 106 [ 109 (104 {101 | 95 | 92 88 85 93

e Sound power levels in dB. ref. 10 "> W, internal values in fan openings.
o dBA values applies to 1 m. distance based on a theoretical free field environment.

e The sound power level values above are only intended as a guide, and may be used for
calculations for sound pressure levels. (heard by the human ear).
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‘QlB% PAINTING SPECIFICATION ALUMINIUM
FANS

Surface preparation:

Step No Description Thickness Type Manufacturer
1 Washing - Aluminate (acid) Alu-Nor
2 Cleaning - Water -

Painting : Color RAL 5012

Step No Description Thickness Type Manufacturer
1 Primer 30 my Joton Washprimer |Jotun
2 Topcoat 40 my Jotun Ultra Topcoat |Jotun

GALVANIZE SPECIFICATION STEEL FANS

Surface preparation:

Step No Description Thickness Type Manufacturer
1 Cleaning - Nitric acid
2 Galvanizing 80my Zn
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